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647-892-2527     UrbanBalconyFlooring.com

Skyscapes is a revolutionary company that is dedicated to transforming the average urban 
outdoor space into an extraordinary oasis. Skyscapes offers a wide variety of unique, 
convenient outdoor flooring solutions of the highest quality, adding comfort, beauty and luxury 

to your balconies, patios and terraces. We use only the highest quality plastic tiles- 

Dura Tile - Modular 
Composite Decking Tiles 

Dura Tile interlocking composite square 

tiles require no screws, nails or bonding. 

Made from low-maintenance wood plastic 

composite (WPC), the tiles are designed to 

quickly interlock together over practically 

any flat hardstanding surface, making them 

ideal for DIY garden decks or for difficult to 
reach roof terraces or balconies. 

Available in two attractive Teak and 

Charcoal colours, Dura Tile has a stunning 

surface finish with the appearance of 
natural wood, but unlike wood the tiles 

won’t warp, rot or fade with sunlight.
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Adding decking is a great way to increase the 

usability of your outside space, but can prove 

expensive for small areas such as patios, balconies 

or courtyard gardens. Dura Tile is the ideal choice 

for small decking areas, and is so simple to install 

anyone can do it! Simply slot each tile into the next 

and place over almost any flat or hardstanding 

surface. Dura Tile can be laid in two directions 

to create a unique pattern and is available in two 

versatile colours to suit all environments. 

Available as FSC® 100% approved composite wood, 

Dura’s interlocking deck tiles are hard wearing 

and durable. They are securely fastened to a rigid 

plastic base for strength and to prevent movement. 

In total the tile surface is just 23.4mm from the 

ground and so is ideal for walkways or in situations 

where a raised deck is impractical.

Dura Tile decking tiles are interlocking so no additional fixings are needed. Care should be taken 
to ensure the product is laid onto a flat surface such as an existing patio or hardstanding area. 

Edge trims clip to the sides and corners of the outer row of tiles to provide a smooth, safe, angled 

transition between the tile and the floor surface.
transition between the tile and the floor surface.

Product Thickness Length Width Weight Tiles per box

Dura Tile Teak 23.4mm 305mm 305mm 1.36kg 9

Teak Corner 
Edge Ramps

23.4mm 367mm 77mm 0.43kg 12 (6 left handed
& 6 right handed)

Teak Straight 
Edge Ramps

23.4mm 295mm 77mm 0.39kg 15

Dura Tile
Charcoal

23.4mm 305mm 305mm 1.36kg 9

Charcoal Corner 
Edge Ramps

23.4mm 367mm 77mm 0.43kg 12 (6 left handed
& 6 right handed)

Charcoal Straight 
Edge Ramps

23.4mm 295mm 77mm 0.39kg 15

ABOUT

MATERIAL SPECS
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Dura Tile composite decking tiles from Dura Composites are unlike any other decking product on the 

market today. Spending a few minutes now to fully understand the installation process (as well as 

the performance advantages of Dura Tile) will enhance your installation experience and provide you 

with a completed project that will really last. For best results, please ensure that the guidance in this 

Technical Manual is strictly adhered to as improper installation including the use of non-approved 

trims and accessories will invalidate your product warranty.

Dura Tile Interlocking decking tiles are precision made composite timber modules securely attached 

to an innovative base with inbuilt connecting tabs which enables the tiles to be quickly and easily 

linked together over practically any hard and flat surface, creating a “floating” tiled surface. The tiles 

are not screwed, nailed or bonded to the surface in any way, so installation requires minimal surface 

preparation and saves cost and time. The plastic grid base allows water to drain freely under the 

decking tiles and the open structure of the base provides excellent air circulation preventing mould 

and mildew in damp and dark locations.

Because Dura Tile decking tiles are interlocking, you can mix and match the two colours to create 

appealing mosaic effects, and the tiles can be laid either horizontally or vertically (or a mixture of the 

two) for a unique look.

PREPARATION & MATERIALS
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If your project circumstances are unusual the guidance given within this document may not cover your 

specific installation scenario, so it is extremely important that you contact us on 647-892-2527 with 
any questions you may have regarding your planned install before you begin work.
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Dura Tile Edge RampsDura Tile Corner Ramps

Charcoal

DURA TILE COMPONENTS
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DURA TILE COMPONENTS
Teak
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INSTALLATION GUIDE

STEP 1:  Order your tiles 

It’s easy to get an idea of how many Dura Tile components you’ll need. Just calculate your area in 

sqm by multiplying the length by the width (in metres). For example an area of 5 metres by 3 metres 
would be 15 sqm. 1 box of 9 Dura Tile decking tiles will cover 0.837 sqm, so in the scenario above 
you’d need 18 boxes to complete your project. Of course, ordering a few extra is always a good idea, 
as you may need to cut tiles to fit around oddly shaped areas. We would always recommend that you 
order around 10% more tiles than your measurements say you need, just to be on the safe side. 

STEP 2:  Prepare your surface 

If you are laying Dura Tile onto an existing patio or hardstanding area then virtually no preparation is 

needed. Simply ensure the area is clean and free of any surface debris and give it a good sweep with 

a stiff brush. If you are planning to lay Dura Tile onto a hard surface with an uneven terrain or minor 

imperfections you may need to level the surface first with some patching compound or filler. 

STEP 3:   Choose the pattern you want for your Dura Tile decking area 

Once you’ve measured the area and calculated how many tiles, corner ramps and edge ramps you will 

need to complete your project, you should decide on the direction in which you wish to lay your tiles to 

create the desired impact. You can vary between Charcoal and Teak tiles for added interest.

Vertical Horizontal         Chequered                     Mixed

SAFETY FIRST 

• Keep children and pets away from the work area until the job has been completed. 

• Do not burn Dura Tile off cuts. Dispose of them safely as refuse. 

• Wear eye protection when pressure washing or scrubbing. 

• Dura Tile composite tiles are NOT intended for use as columns, support posts, beams, joist stringers 

or other primary load bearing members. 

Please ensure that your proposed design meets any relevant local building codes and regulations 

before you begin the installation.
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STEP 4: Place a row of tiles to check your 

measurements 

Once your tiles arrive, it’s a good idea to lay a row 

down to check your measurements. Place one tile 

onto the space you plan to cover, and then interlock 

the next by pushing it down onto the previous tile, 

until you’ve spanned the width of the area you want 

to cover. Once you’ve confirmed your measurements, 
you’re ready to start installing your deck. 

STEP 5: Install your deck tiles

Choose a corner to start laying your first Dura Tile. If 
your tiles will be adjoining a walled area, it’s a good 

idea to start there. Simply place the first tile, and then 
push down the adjacent Dura Tile to activate the 

interlocking tabs.

STEP 6: Continue laying Dura Tile

Continue laying each complete Dura Tile in turn, 

ensuring the interlocking tabs have been fully 

activated and that the surface is flush and level. 

There will be a small gap between the assembled tiles 

which helps with drainage and which will help the tiles 

expand and contract in extreme heat or cold..
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STEP 7: Identify any areas requiring cut tiles

If you need to cut your Dura Tile composite decking 

tiles to fit around any obstructions, you can use a 
jigsaw or a precision hand saw.

If you are not confident in your desired shape, try 
making a simple template out of light cardboard the 

same size as the tile to act as guidance and to avoid 

any errors in cutting the tile shape.

Ensure you check the location of screws in the plastic 

base prior to cutting. Cutting through the screws may 

damage the blade, so it’s best to remove or avoid any 

screws which may get in the way of cutting Dura Tile.

Make sure you leave the tile’s correct edges intact so 

you can interlock your cut tile to the ones already in 

place.

Once your tile has been cut to size, smooth off any 

rough edges using sandpaper and lay the tile as 

normal.
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STEP 8: Add your Edge Ramps and Corner 

Ramps

To add the finishing touches to your Dura Tile 
decking area, place your Dura Tile Corner or Edge 

Ramps into position and then lift up the adjacent 

Dura Tile and push down into the ramps to lock 

into place.

Ensure that the interlocking tabs have fully 

connected with one another and that your tile 

surface is smooth and level.

STEP 9: Brush down your Dura Tile decking area 

ready for use

Once your Dura Tile decking area is complete, 

simply brush down your deck, remove any loose 

debris and it is ready to enjoy immediately.

The plastic grid base allows water to drain freely 

under the decking tiles and the open structure 

of the base provides excellent air circulation 

preventing mould and mildew in damp and dark 

locations – meaning your Dura Tile decking area 

should be virtually maintenance free for years to 

come.
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CARE & MAINTENANCE

Dura Tile composite timber decking tiles are easy to care for and require very little maintenance, 

saving you valuable time both now and in the future. Dura Tiles require no oiling, sanding or staining 

throughout their lifetime, however you may need to clean your Dura Tile deck occasionally to keep it 

looking at its best. Here are some solutions to common cleaning issues.

General Dirt and Debris

Spray with a hose to remove surface debris. Use warm soapy water and a soft bristled brush to clear 

dirt and/or debris from grooves/contours. Pressure wash to remove more stubborn stains.

Oil/Grease/Food/Drink

Remove and mop as soon as possible—spray with a hose and use warm soapy water and a soft 

bristled brush. Pressure wash for more stubborn stains.

Tannins from Spillages/Water Spots

Tannins will naturally be released from long lying material/vegetation, wine spillage etc. This should 

be sprayed with a hose and brushed off using a soft bristled brush and soapy water. Pressure wash 

for more stubborn stains.

Static Build-Up

The build-up of static electricity on a flat surface can affect any walking surface. This phenomenon 

most often occurs in dry climates, where hot dry winds and dust-born particles can create static 

electricity on the surface of decking. This static is the same as when a person were to drag their feet 

on a dry day or rub a balloon on fur or wool. In most cases, brushing/hosing down the decking surface 

will dissipate the static charge, however if this continues the deck can be grounded. Consult with an 

electrician to determine the best methods for this.

Marking For Cutting

Always use a non-permanent marker such as baby powder/dust-off marking chalk or plumb line 

wherever possible.

Tannins from Dura Tile Products

All wood based products will release Tannins including Dura Tile. This will naturally stabilise after 

approximately 12 weeks, depending on the temperature, UV and exposure to rain.
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Rust Stains and Engrained Dirt

We recommend avoiding concentrated chemical substances and choosing soap, a soft detergent or 

neutral washing up liquid when cleaning your Dura Tile deck. Do not use bleach, as this will lighten 

the product. As with any cleaning product, test it on a small inconspicuous area first, following 
manufacturer’s instructions.

Sanding should be used only when basic cleaning or pressure washing fail to remove stubborn stains. 

Sanding should only be used for very stubborn scuffs and/or marks. Always use coarse grade Emery 

paper (22-60 grit). Sanding should be carried out lightly and progressively harder if necessary to a 
maximum of 0.5mm surface depth. Most marks blend naturally after 12 weeks weathering.

Ice & Snow

Use a plastic shovel or broom to remove snow. Use rock salt or calcium chloride to melt frozen 

precipitation/ice, taking care to remove this by sweeping at the earliest moment possible rather than 

letting the ice melt naturally.

CLEANING TECHNIQUES

Once you have completed the install of your Dura Tile decking area, we advise that the tiles are either 

washed down thoroughly with a yard broom or pressure washed to ensure that a good clean surface 

is ready for you to enjoy. 

Basic Cleaning 

Spray with hose to remove surface debris. Use warm soapy water and a soft bristled brush to clear 

dirt and/or debris from grooves/contours. 

Pressure Washing 

Pressure washers up to 1500psi may be used to maintain cleanliness of your Dura Tile decking area. 
In order to prevent any damage, always keep the pressure washer nozzle at least 15cm (6 inches) from 
the surface, and avoid concentrated spraying on one area for more than 3 seconds. Use of a pressure 

washer in this manner will not shorten the life of the material. 

Sanding 

Sanding should be used only when basic cleaning or pressure washing fail to remove stubborn stains. 

Sanding should only be used for very stubborn scuffs and/or marks. Always use coarse grade Emery 

paper (22-60 grit). Sanding should be carried out lightly and progressively harder if necessary to a 
maximum  of 0.5mm surface depth. Most marks blend naturally after 12 weeks weathering. 
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PRODUCT DISPOSAL
 
For both domestic and commercial use you should safely dispose of any offcuts as per local laws. Do 

not burn. Treat as construction waste. If unsure always consult your local governing body/ council. 

TECHNICAL SPECIFICATIONS
 

1. Definition 
Range of decking tile products produced from Wood Polymer Composite (WPC) which is manufactured 

by an extrusion process using a mix of recycled plastics and hardwood wastes with various bespoke 

additives. 

1.1 Applications 

WPC is an immensely versatile material which combines the traditional appearance of natural timber 

with the durability and resilience of an engineered composite. 

1.2 Benefits 
Natural appearance, long life, light weight, low maintenance, no warping, no rotting, no trip hazards 

when installed correctly, corrosion/electrical resistance, low tooling/installation cost, long service 

life, no splintering, UV stable. WPC products compete very favourably on a life cycle cost basis versus 

traditional materials due to their limited maintenance needs and long life span. 

2. Raw Materials 

WPC is manufactured using a composition comprising high density polyethylene, hardwood waste 

plus a number of specialist additives such as coupling agents, inhibitors and stabilisers. The exact 

composition used for Dura Composites products is confidential. It is this highly developed, precise 
composition that enables the composite to deliver such strength and durability. 

3. Product 

Dura Tile comprises a range of low maintenance composite timber interlocking tile products that 

provide a comfortable walking surface for leisure and domestic decks and walkways. The tiles are 

designed for a minimum 25 year service life and will not warp, rot or splinter like natural wood and 
allow for very rapid installation. 

4. Composition 

High Density polyethylene, Hardwood waste materials from industry, coupling agents, UV 

stabilisers, mould inhibitors. Components are extruded through die, heated and cured. 
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4.1 Hazard Identification 
None by contact. Dust produced by cutting or grinding can penetrate pores and skin causing itching. 

Avoid breathing dust, skin contact or dust inhalation when cutting. People with a condition that could 

be aggravated by dust should avoid cutting or grinding. First Aid procedure: Skin – shower with water 

and soap. Eyes – flush with sterile eye wash solution.

4.2 Fire Fighting Measures 

Standard extinguishing equipment, water, foam, A, B or C fire extinguishers. Produces black smoke 
while burning, carbon particles. Use air respirator. 

4.3 Waste Disposal 

Product is not considered a hazardous waste. Abide by local laws and procedures. 

4.4 Handling/Cutting 

Wear masks and goggles when cutting or grinding. Cover exposed parts of the body. Wear gloves 

when moving or lifting. Use standard wood working equipment & tools for cutting. Avoid direct fire 
source. 

5. Product Warranty 
10 year limited warranty, further details available on request. Activate your warranty within 30 days of 

your invoice date at www.duracomposites.com/warranty 

If your project circumstances are unusual the guidance given within this document may not cover your 

specific installation scenario, so it is extremely important that you contact us on 647-892-2527 with 
any questions you may have regarding your planned install before you begin work.


